The Fabry-Perot Interferometer Bolometer Research Experiment FIBRE, a protoype submillimeter spectrometer for astronomical observations, is based on a helium-cooled scanning Fabry-Perot and superconducting transition edge sensor bolometers (TES). The TES design takes advantage of a recently discovered method of excess noise reduction by depositing lateral normal metal bars on these devices. A SQUID multiplexer is used to read out the individual detector pixels. The spectral resolving power of the instrument is provided by a Fabry-Perot spectrometer. The outgoing light from the Fabry-Perot passes onto a low resolution grating for order sorting. A linear bolometer array consisting of 16 elements detects this dispersed light, capturing 5 orders simultaneously from one position on the sky. With tuning of the Fabry-Perot over one free spectral range, a spectrum covering ∆λ/λ =1/7 at a resolution of ∼1/1200 can be achieved. This spectral resolution is sufficient to resolve doppler broadened line emission from external galaxies. FIBRE operates in the 350 µm and 450 µm bands. These bands cover line emission from the important PDR tracers neutral carbon [CI] and carbon monoxide CO. The spectrometer is used at the Caltech Submillimeter Observatory for astronomical observations.
INTRODUCTION
Sensitive broadband submillimeter and far infrared (FIR) spectral line observations allow insight into the physical nature of star forming regions in external galaxies. The required large bandwidth combined with the low photon energies requires low noise detector technology. There are two fundamentally different technologies available for observations at these frequencies: Heterodyne instruments (with mixers usually consisting of SIS Josephson Junctions at frequencies below 1 THz and hot electron bolometers (HEB) at higher frequencies) provide excellent spectroscopic capabilities, but they suffer from bandwidth limitations and they have a limited noise performance at higher frequencies. The fundamental quantum noise of heterodyne instruments in units of Kelvin is h /k and therefore increases linearly with frequency. The quantum limit of heterodyne instruments, combined with the limited bandwidth of existing backends imposes strong constraints of these devices on the sensitivity near and above THz frequencies. There is no such fundamental quantum limit for inncoherent bolometer detectors, which are the second class of detectors working at these frequencies. These wavelength insensitive devices are limited by thermal noise, which can be controlled by the detector design and temperature of operation, allowing detector designs with significantly lower noise than heterodyne instruments. Bolometers are therefore the best choice for sub-mm and FIR continuum observations. For spectral line observations however, efficiency consideration often still favor heterodyne instruments for high spectral resolution applications. Consequently most of the first generation of bolometer instruments for the (sub-) mm regime, (e.g. SCUBA [1], SHARC [2] , both operating at sub-mm wavelengths, and MAMBO [3] operating at mm wavelengths) are continuum devices. The Fabry-Perot Bolometer Interferometer Experiment, FIBRE, is an instrument designed to demonstrate a suite of advanced technologies, suitable for sensitive spectroscopic detection of far-infrared light. This includes superconducting transition edge sensor (TES) bolometers [4] interferometer for moderate resolution spectroscopy. These components are being developed for the SOFIA imaging Fabry-Perot spectrometer SAFIRE [6] and for a complement of ground-based instruments. FIBRE allows broad band ∆λ/λ =1/7 (~60 GHz) low resolution ∆λ/λ =1/1200 (~650 MHz) observations covering the 450 µm and 350 µm atmospherical windows. Fine structure lines of neutral carbon [CI] and rotational lines of CO, all of which are important tracers of the interstellar medium and of the physical conditions in photo dissociation regions (PDR) are found in these windows. FIBRE's spectral resolution corresponds to a velocity resolution of about 250 km/s, which is well suited to resolve molecular line emission from external galaxies. The spectral resolving power was chosen, because the main scientific goals are observations of emission lines from a variety of extraglalctic sources. The large bandwidth combined with the sensitivity furthermore allows measurements of the underlying continuum emission. Figure 1 shows a synthesized spectrum of M82 with FIBRE's spectral resolution. Both, the CO(J=7-6) and [CI] ( 3 P 2 -3 P 1 ) spectral lines are within this band. Note the offset and the slope in the underlying continuum emission. 
THE FIBRE INSTRUMENT
FIBRE uses superconducting Transition Edge Sensor bolometers, which were developed for observations ranging from X-ray to mm wavelength. TES have a number of advantages over semiconductor bolometers. Voltage biased TES are kept on the transition by the "electrothermal feedback". This self regulating effect which leads to the result that the power dissipation in the TES due to electrical power plus the optical power from the incident photons is constant over a wide range of photon loads and increases the intrinsic speed of the bolometer [7] . The range of optical power over which a TES can be biased is determined by the difference between the transition temperature and the cold head temperature and the thermal link of the TES to it's heat sink. A multiplexed readout of I-V curves from our current FIBRE detectors [8] (including one reference open "dark" reference channel) is shown in Fig. 2 
(left). Figure 2 (right)
shows the response of these detectors to an external chopped hot-cold load signal. The TES in FIBRE have a transition temperature of 440 mK. The detector package is cooled to 300 mK. SQUID amplifiers provide a large noise margin and thus allow multiplexed readout. Staguhn et al. [9] show that the NIST designed SQUID multiplexers allow detector noise limited readout for our TES arrays. FIBRE features two 1 by 8 monolithic bolometer arrays consisting of 1 mm by1 mm absorbers with a 200 µm by 50 µm Mo/Au bilayer TES. Fig.3 shows a photograph of a 1x8 planar array. The TES bolometers in our new 1x8 arrays have transversal metal bar deposition onto the Mo/Au bilayer. This design provides reduced out of band excess noise [8] . Figure 4 shows an 8 channel NIST designed SQUID multiplexer with integrated "series array" pre-amplifier, consisting of 100 dc SQUID in series.
The optical design uses a single Fabry-Perot etalon followed by an order sorting grating. The grating is blazed to operate in one grating order, where up to 6 of the Fabry-Perot orders are transmitted to the detector arrays with a dispersion of approximately 5 µm/mm (Figs. 5 & 6). In this manner, a spectrum consisting of several orders of the Fabry-Perot is collected instantaneously. The illumination for a closed packed array of 24 detector elements in FIBRE is shown in Fig. 2 . In our observing run, the pixels in Fig. 2 , labeld 1-2, 11-14, 23-24 were void fields. By stepping the Fabry-Perot over one free spectral range, a complete spectrum with a resolution of 1200 is accumulated over a bandwidth of about 60 GHz. Figure 4 shows FIBRE's optical setup. (Fig. 7) . The instrument was set up to observe in the atmospheric 350 µm window. Initial test measurements with the CSO local oscillator verified the optical performance in multiplexed readout mode (Fig. 8) . Load measurements were used to derive the detector-as well as the optical-performance of the instrument on the telescope. The detector dark NEP was ~ 8 x10
-17 W/Hz 1/2
. This corresponds to an rms noise of 160 mK s -1/2 at the entrance of the FIBRE dewar. The system temperature (outside the dewar) of FIBRE during the run corresponds to a radiometric noise temperature of 800 K. The main cause for this relatively high value is the low optical efficiency of 4%, combined with the field stop to detector couplig factor, which is 19%. The 6 nights of observing time suffered from poor weather conditions. The best 350 µm opacity we observed was a τ of 3, typically the opacity was at τ~ 4. Figure 9 (left) shows a skydip observed with FIBRE. The FIBRE skydips are well in agreement with the values derived from the observatory's τ-meter. Despite the poor weather conditions, we managed to observe the limb of the moon. A scan over the edge of the moon is displayed in Fig. 9 (right) . Each of the data points shown in the figure corresponds to an on source integration of 3 seconds. These observations represent the first astronomical observations with TES bolometers in the sub-mm regime and the first astronomical observations ever with multiplexed readout of TES detectors. 
CONCLUSION AND OUTLOOK
The TES technology and the performance of our time domain SQUID multiplexers has been successfully demonstrated in a sub-mm astronomical observation bolometers. The performance of FIBRE was close to the predictions. In the meantime we improved the detector design and fabrication [10] , the data acquisition system and fixed a problem with the Fabry-Perot motors. With these and other minor design changes we will return to the CSO in July 2004. Weather allowing, we plan to observe [CI] fine structure line emission and rotational CO lines from a number of extragalactic sources. These observations are aimed at gaining new insights into abundances and excitation of the neutral interstellar medium in a variety of galaxy types. Future FIR instruments, such as SPIFI [11] , ZEUS [12] , the GBT 3 mm camera [13] , and SAFIRE [6] , which will fly on the SOFIA airborne observatory, will benefit from our experiences with FIBRE. Ultimately multiplexed ultra-low noise transition edge sensors are a very good candidate to be used in FIR space missions which are aimed to close one of the largest "exploration space gaps" remaining in the field of astronomy.
